
Ubicación:    
Yung Chi Pintura Arco Iris,
Taiwán

Instalado por: 
Sr. Alam Adams
GROUP SPEED TOOLS CO., LTD
No.153-9,Lane,319, Youyuan South 
Road, Longjing Dist. 43448,
Taichung, Taiwán
www.groupspeed-tools.com

Modelo:
1 x Vulcan S250
1 x Vulcan S100
1 x Vulcan S10

Aplicación:
Instalado en las tuberías principales utilizadas en la fabricación de recubrimientos de alta resistencia, 
pinturas marinas, recubrimientos de bobinas, recubrimientos de latas, pigmentos para pinturas, 
resinas sintéticas, recubrimientos retardantes de ignición y recubrimientos de protección contra 
incendios.
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SOLVENT-BASED CEMENT MORTAR PAINT

NO. No.401/416

TYPE The solvent-based cement coating based on weather and alkali resistant acrylic resin 

and special synthetic resin with weather and alkali resistant pigment. 

USES Protective and decorative topcoat for interior and exterior substrate of cement walls,

concrete, gypsum and putty.

CHARACTERISTICS 1. Very good workability and easy application. 

2. Fast drying.

3. Excellent weather resistance and gloss retention. 

4. Excellent resistance to moisture and alkalis. 

5. Excellent adhesion to cement surface. 

6. Tough and hard film. 

FINISH Matt、Semi-Gloss、Gloss

COLOR In various colors

HIDING POWER Above 10 ㎡/L

WEIGHT Above 1.2 Kg./L 
VISCOSITY   (25 ℃) 75 - 90 KU 
DRYING TIME (25 ℃) Set-to-touch    1/2 hr. ,            Dry hard  1 1/2 hrs.

OPTIMUM FILM THICKNESS Wet           80μ （microns）,   Dry      35μ （microns）

THEORETICAL COVERAGE 47.0 ㎡/Gal         12.5 ㎡/L       10.4 ㎡/㎏

OVERCOATING INTERVALS (25℃) Min.           3 hrs.

NON-VOLATILE CONTENTS Above 45﹪

TEMPERATURE RESISTANCE Continuous  50℃

THINNER Xylene

THINNING RATE 5～10 ﹪

PRECEDING COAT No.404 Solvent-based cement mortar paint, primer 

STORAGE SHELF LIFE Minimum 1 year under normal storage conditions 

APPLICATION METHOD Airless Spray, Brush, Roller 

NOTE 1. Before application, stir paint evenly, when the paint is too thick, thinner within

specified quantity can be added. 
2. The moisture content of new constructed cement walls should be under 12﹪. If 

not, the application has to wait for 2 or 3 weeks until the wall is dry completely.

Otherwise, too much moisture and alkali may affect film performance and 

adhesion.

3. Adhered moisture, grease, and dirt on substrate must be cleaned thoroughly.

Yung Chi Pintura Arco Iris en Taiwán

Vulcan S100 en una caja protectora Instalación del Vulcan S250


